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INDIVIDUAL USER OF THE PERSONAL G.P.S 
WARNING AND LOCATOR DEVICE BECOMES 
HURT OR LOST 



USER ACTUATES SECOND KEY 



TRANSMITTER RETRIEVES IDENTIFICATION 
INFORMATION FROM MEMORY 



TRANSMITTER OPTIONALLY ACTIVATES 
SPEAKER TO GENERATE AUDIBLE SIGNAL 



PROCESSOR CONTROLS TRANSMITTER TO 
TRANSMIT SIGNAL INCLUDING 
IDENTIFICATION INFORMATION AND ALARM 
INDICATION TO A G.P.S. SATELLITE 



SATELLITE RECEIVES UP LINK DATA 
SIGNAL 



SATELLITE ANALYZES RECEIVED DATA. 
SATELLITE GENERATES A LOCATION 
SIGNAL 

L 

FIG 10A 




SATELLITE TRANSMITS LOCATION SIGNAL 
WITH THE IDENTIFICATION INFORMATION 
TO A GROUND STATION 



GROUND STATION RECEIVES THE SIGNAL 
FROM THE SATELLITE AND ANALYZES 
THE RECEIVED DATA TO DETERMINE 
LOCATION AND IDENTIFICATION OF USER 



GROUND STATION PERSONNELTRANSMITS 
THE NECESSARY INFORMATION TO THE 
LOCAL OR RESPECTIVE AUTHORITIES WHO 
AID THE USER OF THE PERSONAL G.P.S. 
WARNING AND LOCATER DEVICE 



FIG 10B 



